FRESH QUICK START GUIDE

AIRwmoBILE (MODEL A1018D)
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OPERATION SETTINGS
1. Ifdesired, mount the base in an appropriate location.
LEDS SETTING COVERAGE
2. Adjust the wire stand.
o0 :‘(')’: Low: Compact Car, Pickup

3. Plugineither the 12 Volt DC Car Adapter or the AC Adapter anh

into the Fresh Air Mobile.
4. The Vollara® FreshAir Mobile unit will turn on when power is () -:\(j:—:\(j:- Med: Largfa Sedan, SUV. or

supplied to the unit. Semi-Cab
5. Adjust the Purifier by pressing the Purifier UP and Purifier ;‘(')’;:‘(')’:‘(')’; High: RV/Motor Home or

DOWN buttons. When the unit is ON, all the LED lights EEANCARNEIS Houseboat

will illuminate.

‘ 00 OFF: Purifier off: ionization &

6. Setthe O, Boost by pressing the O, Boost UP and O, Boost fan may continue operating

DOWN buttons. See the Settings chart (right) for proper if desired.

adjustments.

DO NOT exceed recommended settings.

NOTE: When the O, Boost is set to off, the LEDs will also be

off; the Purifier LED(s) will remain on. . L .
For maintenance and cleaning instructions,

refer to the owner’s manual.

CONGRATULATIONS! READ MANUAL CAREFULLY FOR PROPER USE

You are now set up to receive the benefits of AND OPTIMAL OPERATION
your Vollara Fresh Air Mobile. vollara.com/manuals
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